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Transport in Flat Heat Pipes at
High Heat Fluxes From Multiple
Discrete Sources
A three-dimensional model has been developed to analyze the transient and steady-state
performance of flat heat pipes subjected to heating with multiple discrete heat sources.
Three-dimensional flow and energy equations are solved in the vapor and liquid regions,
along with conduction in the wall. Saturated flow models are used for heat transfer and
fluid flow through the wick. In the wick region, the analysis uses an equilibrium model for
heat transfer and a Brinkman-Forchheimer extended Darcy model for fluid flow. Averaged
properties weighted with the porosity are used for the wick analysis. The state equation is
used in the vapor core to relate density change to the operating pressure. The density
change due to pressurization of the vapor core is accounted for in the continuity equation.
Vapor flow, temperature and hydrodynamic pressure fields are computed at each time step
from coupled continuity/momentum and energy equations in the wick and vapor regions.
The mass flow rate at the interface is obtained from the application of kinetic theory.
Predictions are made for the magnitude of heat flux at which dryout would occur in a flat
heat pipe. The input heat flux and the spacing between the discrete heat sources are
studied as parameters. The location in the heat pipe at which dryout is initiated is found
to be different from that of the maximum temperature. The location where the maximum
capillary pressure head is realized also changes during the transient. Axial conduction
through the wall and wick are seen to play a significant role in determining the axial
temperature variation. @DOI: 10.1115/1.1737773#
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Introduction
Heat pipes are widely used in electronics cooling applications,
both as efficient heat spreaders and to transport heat to remote
heat sinks for dissipation. The analysis of the operation and per-
formance of heat pipes has received a lot of attention, as reviewed
in Garimella and Sobhan @1#. For the most part, attention has been
focused on the study of either flat or round heat pipes, typically
with single heat sources. Recently, there has been increased inter-
est in exploring the use of flat heat pipes as substrates upon which
multiple heat generating components would be mounted. In such a
configuration, the heat pipe acts both as a heat spreader as well as
a conveyer of heat, while also providing the mechanical substruc-
ture. The performance of flat heat pipes under these types of het-
erogeneous and distributed loads is not well understood and forms
the subject of the present study.
A number of steady-state analyses of heat pipes, mostly with
single heat sources, have been published. Tien and Rohani @2#
investigated the effects of vapor pressure distribution on vapor
temperature in a cylindrical heat pipe with a single heat source
using a stream function vorticity formulation. The analysis indi-
cated that in certain situations the vapor pressure variation plays a
significant role in the performance of heat pipes; this work as-
sumed a constant datum pressure at the liquid-vapor interface at
the end of the evaporator section. Approximate solutions based on
parabolic boundary layer equations were shown to yield inaccu-
rate predictions of the vapor pressure variation at high evaporation
and condensation rates. Van Ooijen and Hoogendoorn @3# pre-
sented a steady two-dimensional numerical analysis of the vapor
core in a horizontal flat heat pipe. The computations were per-
formed at different radial Reynolds numbers and the results were
compared with a porous plate model. Though interesting insights
into vapor flow patterns were presented, the study did not consider
coupled wick/vapor flow, and the evaporator/condenser mass flow
rate was assumed to be known a priori. Chen and Faghri @4#
studied both single and multiple heat sources, albeit in a two-
dimensional axi-symmetric cylindrical heat pipe. A coupled analy-
sis of the wall, wick and vapor regions was conducted. Both so-
dium and water were considered as the working fluids. The
solutions are compared against experimental results for the vapor
and wall temperature at high and low operating temperatures. For
the operating conditions considered, compressibility effects were
found to be very important.
Unsteady analyses of heat pipe operation have also been pub-
lished. Issacci et al. @5# analyzed the transient behavior of vapor
flow in heat pipes, taking vapor pressurization into account in
determining the change in vapor density. The absolute pressure of
the vapor was used as the interface pressure in calculating the
temperature at the interface from the saturation condition, and the
pressure difference between the vapor and the interface to allow
for vaporization or condensation at the interface was not consid-
ered. The analysis studied the effect of input heat flux and con-
densation temperature on vapor core response. Transient two-
dimensional computations of cylindrical heat pipes including the
wick, vapor and wall were performed by Cao and Faghri @6#. A
compressible flow formulation was used to account for the pres-
surization of the vapor during the transient. The study also inves-
tigated the transient response of heat pipes to a pulsed heat input.
Issacci et al. @7# studied vapor dynamics during heat pipe start-up.
The analysis neglected the convection through the liquid wick and
conduction through the wall. The liquid flow in a homogeneous
wick heat pipe was studied by Ambrose and Chow @8#. The tran-
sient axial distribution of liquid in the wick was analyzed and the
results compared to experiments. Dryout was observed when the
heat transport was greater than the capillary limit. Tournier and
El-Genk @9# developed a two-dimensional model for the transient
analysis of heat pipes. The analysis determined the radius of cur-
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vature of the liquid meniscus at the liquid-vapor interface. A
model for liquid pooling was included. The study assumed a con-
stant temperature in the vapor core. The results were compared to
experiments which studied the effect of inclination on the tran-
sient performance of heat pipes @10#. The experiments provided
temperatures on the wall and the vapor core of the heat pipe in the
axial direction. Zhu and Vafai @11# studied the start-up transients
in an asymmetrical flat heat pipe, using transient heat conduction
equations for the heat pipe wall and wick, and a pseudo-three-
dimensional approximation in the vapor region. More recent ex-
perimental and numerical analyses of heat pipe performance may
be found in @12–18#.
Although these studies have established useful models and
methodologies for the steady as well as transient simulation of
thermal transport in heat pipes, sound models representing flat
heat pipe performance under transient conditions and with mul-
tiple discrete heat sources on the evaporator section are not readily
available.
In recent work by the authors @19#, a complete two-dimensional
mathematical model was developed to analyze the transient and
steady-state performance of flat heat pipes. The model accounted
for the pressurization of the vapor core and the coupling of the
continuity, momentum and energy equations in the wick and va-
por regions. A stable numerical procedure was devised to solve
the resulting governing equations. The procedure improved upon
the standard sequential solution scheme by recognizing the sensi-
tivity of the mass flow rate at the phase change interface to the
interface temperature and pressure, as well as the system pressure.
The improved method was shown to perform well over a range of
heat inputs, and the predictions showed satisfactory agreement
with experiments.
The present work utilizes the numerical method developed in
@19# to study the performance of flat heat pipes with multiple
discrete heat sources. The effect of heat source strength and sepa-
ration and their effect on steady as well as transient performance
are studied. The simulations are used to assess the possibility of
dryout as well as the location at which dryout might first be ob-
served. The maximum pore radius necessary to support the pres-
sure drop at the evaporator interface is obtained from the hydro-
dynamic pressure variation at the interface.
Mathematical Model
The present three-dimensional analysis includes the liquid wick
and the wall in addition to the vapor core. An equilibrium model
for heat transfer and a Brinkman-Forchheimer extended Darcy
model for fluid flow in the wick region are employed. The density
change in the vapor due to pressurization is calculated using the
ideal gas state equation. The mass flow rate, temperature and pres-
sure at the interface are determined using an energy balance at the
interface in conjunction with kinetic theory and the Clausius-
Clapeyron equation. The energy balance at the interface includes
convection and conduction on the liquid and vapor sides. Vapor
flow, temperature and hydrodynamic pressure fields are computed
from coupled continuity/momentum and energy equations in the
vapor and wick regions, and a conduction analysis in the wall. The
flow of the vapor is assumed as laminar and incompressible. At
high heat fluxes, the vapor velocity may be high enough for com-
pressibility effects to become important; these are not accounted
for in the present development. Compressibility effects are being
included in the formulation as part of ongoing work.
The boundary conditions are of the Neumann type on the
evaporator side and of mixed type at the condenser. The model
assumes that the wick is saturated with liquid throughout, which is
required to prevent dryout. The initial volume fraction of the liq-
uid in the wick is 0.5 ~liquid-saturated wick!. If the wick were not
fully saturated with liquid, vapor would occupy the unsaturated
portion of the wick. Estimates of the force needed to expel this
trapped vapor from the liquid show it to be significant compared
to the force required to move liquid from the condenser to the
evaporator. As a result, dryout would occur as soon as vapor dis-
places the liquid in the wick. This unsaturated condition need not
be considered for prediction of the onset of dryout.
The physical dimensions of the flat heat pipe investigated are
shown in Fig. 1. The heat pipe dimensions, 47 mm width and 58
mm length with a wall thickness of 0.8 mm on all six sides,
simulate those of typical commercially available flat heat pipes.
The condenser covers 20 mm of the heat pipe as shown in the
figure. The wall and wick are made of copper and the working
fluid is water. The porosity, permeability and thermal conductivity
of the sintered copper wick are 0.5, 1.43310211 m2, and 40
W/mK @20#, respectively. The wick is present only on one side of
the heat pipe, and the heating and cooling boundary conditions are
applied only on this wicked side. Two discrete 10310 mm heat
sources are mounted at a separation distance of 5 mm in the base-
line case. The heat input to each heat source is 15 W. Those
portions of the heat pipe surface not exposed to the condenser or
evaporator boundary conditions are assumed adiabatic. The ther-
mophysical properties of the heat pipe wall, wick and vapor core
are given in Table 1. The coolant water temperature and the heat
transfer coefficient on the condenser are 287 K and 2604 W/m2 K,
respectively. The initial temperature all through the heat pipe is
287 K and the vapor is assumed to be saturated.
To accommodate changes in the vapor and liquid mass during
the transient under the assumption of a liquid-saturated wick, the
mass balance of the liquid is handled by modifying the volume-
averaged density of the liquid in the wick. All thermophysical
properties are assumed constant except for the vapor density,
which is found from the operating pressure Pop and the local
temperature using the perfect gas law. Under these assumptions,
the governing equations may be written as shown below, follow-
ing the development in @19#. The continuity equation for the wick




1„ .~rV !50 (1)
The term ]r/]t accounts for mass addition or depletion in the
vapor and liquid spaces. The three-dimensional momentum equa-
tions in the wick and the vapor core are
Fig. 1 Schematic diagram of the flat heat pipe investigated;
the thickness dimension has been greatly exaggerated in this
schematic to delineate the different parts of the heat pipe
Table 1 Thermophysical properties of the heat pipe material
and the working fluid
Copper
wall/wick
Thermal conductivity 401 W/m K
Specific heat 385 J/kg K
Density 8933 kg/m3
Wick conductivity 40 W/m K
Water Thermal conductivity 0.6 W/m K
Specific heat 4200 J/kg K
Density 1000 kg/m3
Viscosity 831024 N s/m2
Water vapor Thermal conductivity 0.0189 W/m K
Specific heat 1861.54 J/kg K
Density 0.01 kg/m3
Viscosity 8.431026 N s/m2
Water/Vapor Latent heat 2473 kJ/kg








































In the vapor core, permeability K5‘ and porosity w51. The
energy equation in the wall, wick and the vapor core is
]~rC !mT
]t
1„ .@~rC !VT !5„ .~keff„T ! (5)
Here, (rC)m assumes different values in the wall, wick, and vapor
core
Wall: ~rC !m5~rC !s
Wick: ~rC !m5~12w!~rC !s1w~rC ! l
Vapor core: ~rC !m5~rC !v
Also, keff is the effective conductivity in the region of interest and
assumes appropriate values in the wall, wick and vapor core. In
the wick, an effective value of 40 W/mK is assumed @20#.
The following boundary conditions are imposed on the domain
@19#.
1. Wick-Vapor Interface: Change of phase from liquid to va-
por is assumed to occur at the wick-vapor core interface
~Fig. 1!. The interface temperature Ti is obtained from the






Here, mi,0 denotes evaporation, and mi.0 denotes condensa-
tion. The interface pressure Pi is obtained from the Clausius-
Clapeyron equation, with P0 and T0 being reference values
R
hfg
lnSPiP0D5 1T02 1Ti (7)
The interface mass flux is calculated using kinetic theory @21#
S 2s22sDS 1~2pR!1/2D S Pv~Tv!1/22 Pi~Ti!1/2D 5mi9 (8)
A value for s of 0.03 @21# is used in this work. The evaporated
and condensed mass is assumed to flow normal to the interface
when accounting for momentum transport due to evaporation/
condensation. In the present formulation, no attempt is made to
track the free surface; as a result entrainment effects cannot be
computed. Since the velocity computed in the wick region is av-
eraged over both fluid and solid, the mean tangential velocity in
the wick at the wick/vapor interface is approximately zero.











4. Lateral Walls: u5v5]T/]x50
5. Bottom Wall: u5v5]T/]y50
In addition, the following initial conditions are imposed:
T(x ,y ,0)5Ti and Pop(t50)5Psat(Ti).
Details of the numerical method may be found in @19#. The
governing equations are discretized using the finite volume
method. The SIMPLE algorithm @22# with a collocated grid is
employed. An up-winding scheme is implemented for the convec-
tive flux and central differencing for the diffusive flux. The linear
equations resulting from the discretization are solved by a line-
by-line TDMA. An Euler implicit scheme is used for time differ-
encing.
A variety of tests were run to establish mesh and time-step
independence. A baseline case with a heat input to the left and
right heat sources of 15 W each ~henceforth denoted as 15-15 W
for the left-right values! was used. Three different meshes (x3y
3z) were evaluated: 1939312, 31316315, and 60332330.
The dependence of the evaporator wall temperature on the mesh
size is shown in Fig. 2. The results indicate that changing the
number of grids from 1939312 to 60332330 changes the wall
temperature by 0.10 percent. The corresponding average differ-
ence in the total evaporator mass flow rate was 1.22 percent at
steady state. As a result of this grid-independence study, the 31
316315 mesh was used for all the results shown here; the wall,
wick and vapor regions include 8, 4, and 4 grid points, respec-
tively, in the y-direction. Similar tests varying the time step indi-
cate that a time step of 1 s is adequate. The attainment of steady
state is identified in this work as the time at which the heat trans-
fer rate on the condenser side reaches within 0.1% of the value at
the evaporator. Within each time step, the computations are
stopped when the sum of the absolute values of the residuals for
temperature, u, v , and w velocities are less than or equal to 10211.
Results and Discussion
The transient variation of wall temperature under the center of
the far-left heater is shown in Fig. 3. The heat flux supplied to the
two heat sources is varied while the heat source separation is held
constant at 5 mm. The numerical results reveal a time constant for
the heat pipe under consideration to be 6 s. This compares well to
an estimated response time of the system from a lumped capaci-
tance analysis of 7.1 s. The relatively low time constant results
from the small thermal mass of the heat pipe and the relatively
high heat transfer coefficient at the condenser ~achieved in the
experiments with a cooling water jacket!. The time constant is
independent of the heat flux applied at the evaporator.
It is clear from Fig. 3 that the temperature under the left heater
decreases as its heat input is reduced from 15 to 5 W. In all three
cases, the system reaches a steady state at 100 s, independent of
the heat input. The transient variation of heat transfer rate on the
condenser side for the three different sets of heat input is shown in
Fig. 2 Steady-state axial wall temperature variation for differ-
ent mesh sizes at 15–15 W input power zÕW˜0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Fig. 4. It is clear from the figure that the condenser heat transfer
rate is the same for all three distributions of heat input.
Contours of the wall temperature variation on the wicked side
of the heat pipe (y52.8 mm) at steady state are shown in Fig. 5.
The baseline case is again considered, with equal heat inputs to
the two sources. As observed earlier, the maximum temperature
occurs at the center of the heat source on the left. Conduction
down the side wall is responsible for the maximum temperature
not occurring at the left end of this heat source. The temperature
decreases with distance away from the heated zone.
The temperature distribution along the vertical midsection (z
523.5 mm) of the heat pipe is shown in Fig. 6. Again, the highest
temperatures are in the vicinity of the discrete heat sources. In the
vapor region, a significant drop of 12°C in temperature along the
axial direction is observed, indicating continual energy transfer
into the vapor across the liquid-vapor interface. In cases where the
effect of convection in the vapor may be dominant over diffusion
at the liquid-vapor interface, the vapor temperature variation
would be significantly smaller. The Peclet number (ruCpHv /k
;10– 20 in the present work! of the vapor space governs which of
these processes is dominant. The figure also shows a significant
drop in temperature through the wick ~y-direction!, attributable to
the low wick thermal conductivity.
The velocities in the wick and vapor core at steady state are
shown in Fig. 7. It is clear that there is no ‘‘adiabatic’’ section
inside the heat pipe. The v-velocities at the liquid-vapor interface
allow a delineation of the actual length of the evaporator and
condenser regions at the wick-vapor interface. In the vapor core,
the velocity increases in the evaporator region along the axial
direction because of mass addition from the interface; similarly,
the velocity decreases in the condenser region along the axial
direction because of mass depletion. The average liquid velocity is
much smaller than the average vapor velocity because of the large
differences in density. The analysis also shows that there is no
region in the liquid-vapor interface where the interfacial velocity
is zero.
Figure 8 shows the transient variation of liquid and vapor pres-
sure drop at the liquid-vapor interface. The pressure drop at any
point is calculated by subtracting the absolute pressure at the right
end of the condenser section from the actual pressure at the de-
sired location. The sum of the liquid and vapor pressure drops at
the liquid-vapor interface gives the capillary pressure head. It is
clear from the figure that the maximum pressure drop occurs at
the left end of the evaporator. Even though the maximum tem-
Fig. 3 Transient wall temperature under the far-left heater
xÕL˜0.093,yÕH˜1,zÕW˜0.5 for different power input combi-
nations to the two heaters
Fig. 4 Transient variation of the heat removal rates at the
evaporator constant Qin and condenser Qout sections for
the three heat input combinations
Fig. 5 Temperature contours at the wall yÕH˜1 on the
wicked side of the heat pipe at an input power of 15–15 W: the
condenser section is delineated by the dashed line.
Fig. 6 Temperature distribution at the mid plane zÕW˜0.5 of
the heat pipe for the baseline case with 15–15 W heat input
d˜5 mm
Fig. 7 Velocity vectors in the a wick and b vapor core at the
mid plane of the heat pipe zÕW˜0.5, with 15–15 W heat input
and d˜5 mm: note that the velocity scale in the two plots is
very different.
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perature does not occur at the left end of the evaporator ~as shown
in Fig. 5!, Fig. 8 shows that the maximum pressure drop is real-
ized at the left end of the evaporator throughout the transient and
at steady state.
In the following, the effects of varying the power input to the
two heat sources, as well as the separation between the heat
sources, on the temperature, velocity and pressure distributions in
the heat pipe under transient and steady-state conditions are pre-
sented. The effects of these parameters on the overall performance
of the heat pipe are also discussed.
Effect of Variation of Heat Input to the Heat Sources. The
effect of changing the heat input distribution between the two heat
sources ~for a fixed total input power! on the temperature contours
is shown in Fig. 9. Of the total input power of 30 W, three cases
with progressively increasing heat input to the right heat source
are considered: ~a! 15-15 W ~baseline!, ~b! 10–20 W, and ~c!
5–25 W. The end-to-end separation between the heat sources is
held constant in this set of results. When the heat inputs to the two
sources are equal ~case a!, the maximum temperature in the heat
pipe ~311.9 K! occurs at the center of the left heater. However,
when the heat input to the heat source on the right is increased
from 15 to 20 and 25 W, the location of the maximum temperature
~312.5 K for 10–20 W input and 314.2 K for 5–25 W input! shifts
to the right heat source, closer to the condenser section.
Figure 10 shows the axial mass flow rate through the wick for
the different heat input distributions considered in Fig. 9. The
mass flow rate increases with distance away from the condenser
end as mass is added by condensation of vapor. So also, the mass
flow rate decreases as the evaporator is traversed from right to left
due to evaporation of liquid. The effect of the increase in heat
input to the right-side heat source is apparent in the reduction of
mass flow rate to the left-side heat source in the 5–25 W distri-
bution case. The mass flow rate through the left heater is not
tripled when the heat input increases from 5 W to 15 W at this
heater. This is because of the effect of heat spreading through the
wall and the liquid wick.
Effect of Heat Source Separation. The effect of heat source
Fig. 8 Transient development of pressure drop in the a va-
por, and b liquid, at the liquid-vapor interface heat input
˜15– 15 W,d˜5 mm
Fig. 9 Temperature contours on the wicked-wall of the heat
pipe for heat inputs to the left and right heat sources of a
15–15 W, b 10–20 W, and c 5–25 W d˜5 mm
Fig. 10 Axial mass flow rate through the wick d˜5 mm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separation is investigated next, with the power input to the two
heat sources held constant at 5 and 25 W for the left and right
sources, respectively. The heat source separation is varied through
0, 5 and 10 mm.
As expected, Fig. 11 shows that the maximum temperature al-
ways occurs at the center of the right heat source with the higher
heat input. This maximum temperature reduces from 312.6 K to
311.4 K as the distance between sources is increased from 0 to 10
mm. As the separation between the sources is increased, the
source on the right gets closer to the condenser, explaining this
drop in maximum temperature. This temperature dependence with
respect to the location of the heat source with respect to the con-
denser illustrates the importance of axial diffusion through the
wall and wick.
Figure 12 illustrates the effect of heat source separation on the
mass flow rate through the evaporator. As the high heat input
source moves closer to the condenser, the mass flow to the left-
side heat source is significantly reduced. This is because of the
effect of heat spreading into the condenser region through the wall
and the wick when the distance between the heaters is increased.
A change in heat source separation from d50 to 10 mm results in
a reduction of 54 percent in the mass flow rate to the left-side heat
source. The temperature on the left end of the evaporator is de-
creased when the heat source separation increases, thus reducing
the rate of evaporation under the left end.
The location of the maximum velocity at the interface corre-
sponds to the location of the maximum interface temperature.
Also, this v-velocity is higher as the heat source separation is
Fig. 11 Temperature contours in the liquid at the liquid-vapor
interface for different separation between the heaters
heat input˜5 – 25 W
Fig. 12 Liquid velocity vectors in the wick near the liquid va-
por interface for different heat source separations heat input
˜5 – 25 W: a d˜0, b 5, and c 10 mm.
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reduced, since the maximum wall temperature correspondingly
increases. The v-velocity at the liquid-vapor interface is shown in
Fig. 13 at the different heat source separations. As the higher-
power heat source is moved closer to condenser, the actual ‘‘con-
denser section’’ penetrates deeper and deeper towards the evapo-
rator section. The actual condensing and evaporating areas at the
liquid vapor interface can be determined from Fig. 13.
Figure 14 shows the transient variation of the liquid and vapor
pressure drop at the liquid-vapor interface. It is interesting to note
that the location of the maximum pressure in the liquid and vapor
changes during the transient. The mass flow rate in heat pipe
increases during the transient period and reaches a maximum
value at steady state. As the dynamic pressure loss increases in
response to this increase in the flow rate, and becomes significant,
the location of the maximum pressure drop shifts towards the left
end of the evaporator. The location of the dryout region during
transient startup would thus depend on the transient path adopted.
The axial variation of the liquid and vapor pressure drop at the
interface at steady-state conditions is shown in Fig. 15. Once
steady state is reached, irrespective of the location of the maxi-
mum temperature ~and the maximum interface velocity!, the
maximum pressure drops in the liquid and vapor always occur
near the left end of the evaporator. This is because of the signifi-
cant velocities in the liquid and vapor encountered under the con-
ditions of the present work, which lead to high dynamic pressure
losses. When the heat source separation decreases, the mass flow
rate to the left end of the evaporator increases ~Fig. 12!, as do the
dynamic pressure losses as seen in Fig. 15.
In the absence of gravity, the sum of the liquid and vapor pres-
sure drops give the total pressure drop at any axial location along
the liquid-vapor interface. From Fig. 15 it is possible to determine
the required capillary pressure drop by summing the maximum
liquid and vapor pressure drops. From the expression for the cap-
illary pressure drop, DPc52s/rp , it is possible to determine the
pore radius of the wick that can provide the required capillary
pressure drop necessary to prevent dryout. For instance, in the
present cases, the steady-state DPc is found to be 1021, 883, and
742 N/m2 for the 0, 5, and 10 mm separation distances, respec-
tively. The pore radii necessary to support these capillary pressure
heads are thus 1.3731024, 1.5831024, 1.8931024 m, respec-
tively. For a given pore radius, the present analysis helps to deter-
mine the time and location of dryout. The location of dryout is
that at which the capillary pressure head has a maximum value. In
Fig. 13 Normal v- velocities in the liquid at the liquid-vapor
interface at different heat source separations heat input
˜5 – 25 W: a d˜0, b 5, and c 10 mm. The shading denotes
contours of v-velocity.
Fig. 14 Transient development of pressure drop in the a va-
por, and b liquid, at the liquid-vapor interface heat input 5–25
W and d˜5 mm
Fig. 15 Pressure drop in the liquid and vapor at the liquid-
vapor interface at different heat source separation distances
heat input 5–25 W, zÕW˜0.5
Journal of Heat Transfer JUNE 2004, Vol. 126 Õ 353
all the three cases studied, the maximum pressure head at steady
state occurs at the left end of the evaporator, and this is the point
where dryout would occur.
Conclusions
A complete, three-dimensional mathematical model has been
developed to analyze the transient and steady-state performance of
flat heat pipes, under the action of discrete multiple heat sources.
The model accounts for the pressurization of the vapor core and
the coupling of the continuity/momentum and energy equations in
the wick and vapor regions. The analysis helps to determine the
maximum pore radius of the wick allowable while still supporting
the total pressure drop in a flat heat pipe. The location of dryout
under transient and steady-state conditions can also be estimated.
The analysis highlights the importance of considering axial dif-
fusion through the wall and wick in determining the temperature
distribution in flat heat pipes. As the distance between multiple
discrete heat sources increases, the maximum temperature in flat
heat pipe decreases, resulting in lower liquid and vapor pressure
drops.
Acknowledgment
The authors acknowledge the financial support of the members
of the Cooling Technologies Research Center
~www.ecn.purdue.edu/CTRC!, a National Science Foundation
Industry/University Cooperative Research Center.
Nomenclature
A 5 area, m2
C 5 specific heat capacity at constant pressure, J/kg K
CE 5 Ergun’s coefficient, 0.55
d 5 end-to-end separation between heat sources, m
H 5 thickness of the heat pipe, m
h f g 5 latent heat, J/kg
k 5 thermal conductivity, W/m K
keff 5 effective thermal conductivity, W/m K
K 5 permeability of the porous medium, m2
L 5 length of the heat pipe, m
m 5 mass flow rate, kg/s
m9 5 mass flux, kg/m2 s
M 5 mass, kg
P 5 pressure, Pa
q 5 heat flux, W/m2
R 5 gas constant, J/kg K
r 5 pore radius, m
t 5 time, s
T 5 temperature, K
u 5 longitudinal velocity, m/s
v 5 transverse velocity, m/s
V 5 velocity vector, m/s
W 5 width of the heat pipe, m
w 5 transverse velocity, m/s
x 5 axial coordinate; axial distance, m
y 5 transverse distance, m
Dt 5 time step, s
Dx 5 x-direction width of control volume, m
Dy 5 y-direction width of control volume, m
Greek Symbols
m 5 dynamic viscosity, Ns/m2
r 5 density, kg/m3
w 5 porosity of the wick
s 5 accommodation coefficient; surface tension, N/m
Subscripts
0 5 reference




m 5 mean value
op 5 operating pressure
s 5 solid
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